ONE 3D Printing Solution

Technical Specifications

ONE 3D Printer

Technology

385nm DLP with Force Feedback

Build Plate Size (W x D x H)

~ 2 die models flat
133 x 75 x 100 mm
5.2 x 3 x 4 inches

Rapid Print Kit
Build Plate Size (W x D x H)

Up to 2 4-unit bridges
40 x 20 x T00 mm
1.6 x 0.8 x 4 inches

XY Accuracy

+/- 34um

Material library

Selected high-quality materials

Touch Screen Size

7 inch touch screen

D PRINTING MADE EASY

Connectivity

WiFi, Ethernet, USB

Device Dimension

320 x 375 x 391 mm
12.6 x 14.8 x 15.4 inches

powered by

German
Engineering

=i
Device Weight 8 kg / 17.6 lbs. =
_— -
Warranty 12 Months
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WASH Post-Processing

Cleaning Mechanism

Pump system with 2x propellers

Curing System

CURE Post-Processing

360° LEDs

Chamber Volume (W x D x H)

max. 6 dental models
119 x 160 x 99 mm
4.7 x 6.3 x 4 inches

Chamber Volume (W x D x H)

max. 7 dental models
179 x 117 x 102 mm
7 x 4.6 x 4 inches

Cleaning Agent

Isopropylalcohol, Ethanol

Curing Environment

Vacuum or inert gas

Cycle Time

6 - 10 minutes per cycle

Cycle Time

6 - 10 minutes per cycle

Connectitvity

WiFi, Ethernet

Connectitvity

WiFi, Ethernet

Device Dimension

342 x 464 x 295 mm
13.4 x 18.2 x 11.6 inches

Device Dimension

234 x 431 x 268 mm
9.6 x 17 x 10.5 inches

Device Weight

15 kg / 33 Ibs.

Device Weight

13 kg / 29 lbs.

Warranty

12 Months

Warranty

12 Months
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O N E 3D PRINTING MADE EASY

J Master Models up to 2 Models

y— 50 minutes 50um layer thickness

- Clean, Simple, Reliable

* Complete process safety with
integrated RFID material identification
and intelligent connectivity

* Easy, clean handling with intuitive
removal tool

* Compact footprint designed for dental
offices
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ONE Printer for 15+ Dental Workflows

t——- F * II" t—-" ¥ Y
@ ; _’—) "r__:q\} . l’b_. \ ‘.1'\ ‘? .
Crown and Bridge Full Arch Implant Splints
up to 2 4-unit Bridges up to 4 Full Arch Implants up to 3 Splints
15 minutes 40 minutes 35 minutes
50um layer thickness 50um layer thickness 100um layer thickness
printed with printed with RS Crystal Polish

Rapid Print Kit Reservoir

WASH

rapidshape

Print Studio
3-Click Print Preparation

* Integrated with leading CAD software
providers for a seamless workflow

* Easy-to-use Al workflows for positioning
and support settings

* Minimal learning curve with guided
onboarding wizard

WASH

* 1-click process with smart connection from
printer to wash to cure

* 2-step wash cycle and drying mechanism

e Reduced smell with activated carbon filtration

CURE

* Achieving peak performing 3D prints with
360° curing in a vacuum environment

* Stackable with WASH saving valuable
bench space

SCAN AND BOOK REQUEST MORE
A DEMO HERE INFORMATION




